
SILLDRY FRONT FLANGE

2x12 WOOD FLOOR 
CONSTRUCTION

SILLDRY END DAM (BEYOND)

2x6 WOOD STUD WALL 
CONSTRUCTION

SLIDING DOOR PANEL/SILL

SPRAY FOAM INSULATION 
BETWEEN SILLDRY PAN AND 
SUBFLOOR

SEALANT JOINT ON 
TOP OF END DAM

3/4" PLYWOOD SUBFLOOR

SILLDRY SILL PAN

HARDWOOD FLOORING

3/4" PLYWOOD SUBFLOOR

INTEGRAL SILLDRY LOAD 
BEARING SHIM

NOTE:
QUAD SEALANT BEHIND 
FRONT FLANGE OF SILLDRY 
TO WRB

EXTERIOR DECK/TRIM 
AS REQUIRED

WOOD HALF SADDLE TRIM

DESIGNED DRAINAGE 
SPACE

NOTE:
QUAD SEALANT BEHIND 
FRONT FLANGE OF 
SILLDRY TO WRB

SILLDRY FRONT FLANGE

2x12 WOOD FLOOR 
CONSTRUCTION

SILLDRY END DAM (BEYOND)

2x6 WOOD STUD WALL 
CONSTRUCTION

DOOR PANEL/SILL

SPRAY FOAM INSULATION 
BETWEEN SILLDRY PAN AND 
SUBFLOOR

SEALANT JOINT ON 
TOP OF END DAM

STOP PLYWOOD SUBFLOOR TO 
ALLOW FOR SILLDRY TO BE 
RECESSED

5 1/2"

2x WOOD BLOCKING

3/4" PLYWOOD SUBFLOOR

FINISHED FLOOR

SILLDRY SILL PAN

WOOD QUARTER ROUND

INTEGRAL SILLDRY LOAD 
BEARING SHIM

DESIGNED DRAINAGE 
SPACE

CONCRETE SLAB ON 
GRADE

2x UNDER-BLOCKING

NOTE:
QUAD SEALANT BEHIND 
FRONT FLANGE OF SILLDRY 
TO WRB

SILLDRY FRONT FLANGE

2x12 WOOD FLOOR 
CONSTRUCTION

SILLDRY END DAM (BEYOND)

2x6 WOOD STUD WALL 
CONSTRUCTION

SLIDING DOOR PANEL/SILL

GYPSUM TOPPING TO FLOW 
UNDER SILLDRY SILL PAN

SEALANT JOINT ON 
TOP OF END DAM

SILLDRY SILL PAN

FINISHED FLOOR

3/4" PLYWOOD SUBFLOOR

3/4" ACOUSTICAL MAT

1 1/2" GYPSUM TOPPING

2x WOOD BLOCKING

INTEGRAL SILLDRY LOAD 
BEARING SHIM

EXTERIOR DECK/TRIM 
AS REQUIRED

DESIGNED DRAINAGE 
SPACE

WOOD HALF SADDLE TRIM

SILLDRY END DAM (BEYOND)

DOOR PANEL/SILL

SPRAY FOAM INSULATION 
BETWEEN SILLDRY PAN AND 
FLOOR SLAB

SEALANT JOINT ON 
TOP OF END DAM

WALL CONSTRUCTION

CONCRETE FLOOR SLAB

FINISHED FLOOR

WOOD QUARTER ROUND

NOTE:
QUAD SEALANT BEHIND 
FRONT FLANGE OF 
SILLDRY TO WRB

SILLDRY FRONT FLANGE

SILLDRY SILL PAN

INTEGRAL SILLDRY LOAD 
BEARING SHIM

DESIGNED DRAINAGE 
SPACE

CONCRETE SLAB ON 
GRADE

SILLDRY DETAIL ON SUBFLOOR SILLDRY @ STEP DOWN
SCALE:  6" = 1'-0" SCALE:  6" = 1'-0"

SILLDRY DETAIL @ GYPSUM TOPPING
SCALE:  6" = 1'-0"
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SCALE:  6" = 1'-0"


